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PowerProtect+
uPVC Double Socket Connectors

Product Description

Emtelle Double Socket Connectors are manufactured from a solid wall uPVC duct and provide the
means to connect two spigot ends of duct bringing back the directional element of the sockets within
the main duct run, following use of plain-ended fittings.

Application
The application areas covered within this document are: Telecommunications, Power and General
Purpose.

Size ranges from 53.9mm OD to 125mm OD with 2 interference fit socket joints.
Other sizes may be available upon request.

Insertion depth for duct into sockets of connector is 1/3rd — 2/3rd of the length of the socket.

Material & Technical data
Raw Materials are uPVC resin and other additives suitable for the required properties of the finished
product.

Colours

Standard colours are Black, Red, Green & Purple
Other colours available upon request.
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Standard Dimensions, Colours & Product Codes

Pg)odduect Colour ID (mm) Packing QTY
71280 Black 50
73905 Green 539 thc
74903 Black 60 thbc
72234 Black 63 100
72023 Red 200
73173 Black 75 thc
71281 Black 88.9 50

166 Green 50
21273 White 96.5 24
71279 Black 50

3841 Green 110 50

71282 Black 114 50
4826 Red 125 25
72682 Black 160 thbc
71283 Black 168 20
71599 Black 250 5

Packaging and Labelling

Double Socket Connectors Sleeves are supplied in non-returnable woven polypropylene sacks, which
are biodegradable. The sacks are designed to be stored on an even, dry and stable area; they are
not to be stacked upon.
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