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Product Description 

PSN Security Inserts are designed to enable one person to remove 
and replace the steel plates, which provide security and protection of 
equipment and fibre within telecommunications external chambers.  

 
Application  

PSN Type 387/2 has been developed, tested, approved and installed 
by national networks. 
 

Design Features 

▪ Security System 
The padlocked steel plates are retained in a fabricated steel frame which is retrofitted 
into existing chambers, just below the surface cover of footway and carriageway 
chambers. Dependant on the size of the chamber each unit has one, two or three full 
width interlocking plates which lift and slide out end wise. All plates are within 
permissible lifting for one person. 

 
▪ Frames 

Manufactured from 40mm x 40mm x 3mm mild steel angle with plate retainers, heavy 
duty padlock post and vertical support lugs. Hot dipped galvanised to BSEN ISO 
1461:1999 after fabrication. For retrofitting each unit is supplied with stainless steel 
M10x80 anchor bolts and 40mm x 5mm frame / side wall spacers. 

 
▪ Plates 

Press formed pre-galvanised steel, 3mm thick. The 2 and 3 multi-plate units interlock 
with each other on the underside of each plate which are reinforced with 30mm x 
30mm x 3mm RSA Ribs. 

 
▪ Padlock Shield 

Fully welded shield on base plate which is securely bolted to the locking plate. 
 

▪ Signs & Notices 
The locking plate has “LIFT HERE” signs for safe handling. The safety and warning 

notice, size A5, to include network name and telephone details, if requested. 
 

▪ Frame Size 
The frames are made to telecoms standard chamber “clear opening” sizes less 20mm on 
length and width to give a lifting tolerance. Non-Standard sizes are manufactured to order 
for which a premium is charged. 

 

Security Inserts 
(PSN Type 387/2) 

http://www.emtelle.com/


 
 
 
 
 
 

 

EF450-042 Issue Number: 3 

Page 2 of 3 

This document is intended as a guide only.  Whilst the information it contains is believed to be correct, Emtelle can take no responsibility for actions taken based on the information contained in this 
document.  Emtelle reserves the right to make changes to this document without notice.  All sales of product are subject to Emtelle's terms and conditions of sale only, which can be found on Emtelle's 
website. 
This document is protected by copyright (c) Emtelle Group [2021].  The products depicted are protected by intellectual property rights. Any unauthorized copying of this document or of our products is 
prohibited and Emtelle UK Limited will take action to prevent any infringement of its rights and to claim damages for the loss that it suffers. 
 

www.emtelle.com 

 

Standard Dimensions, Colours & Product Codes 

 

 
Packaging and Labelling  

All products suitably packaged in recyclable materials and clearly labelled with Emtelle Product Code 
and description where possible. Security Inserts are supplied on timber pallets. The pallets are 
designed to be stored on an even, dry, and stable area. 

 
 
Product Images 

  

Reference 
Code 

Clear Opening (mm) Retrofit Frame (mm) 

FW4RF 920 X 450 900 X 430 

FW6RF 1300 X 615 1280 X 595 

FW10RF 2320 X 742 2290 X 710 

FW11RF 1700 X 715 1670 X 690 

CW1RF 600 X 600 580 X 580 

CW2RF 1220 X 675 1200 X 654 

CW3RF 1800 X 675 1780 X 654 

PCT10RF 2285 X 710 2260 X 690 

General View – 387/2 CW1 Shield Plate – 387/2 All Units 

  

Padlock Post – 387/2 All Units Mid Retainer – 387/2 All Units 
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Interlocking Plates – 387/2 Multi-Plate Units End Retainer – 387/2 All Units 
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