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Product Description 

Emtelle Duct Plugs are designed, manufactured and supplied within an 
Integrated Management System, incorporating internationally recognised 
Standards including ISO9001, ISO14001 & ISO18001.  
 
 
Application  

The Duct Plug can be adjusted to suit the internal diameter of a duct by 
hand tightening the wing nut. A rubber grommet is compressed between 
two plates resulting in the overall diameter increasing. 
 
When the Duct Plug is fully installed inside the duct walls an effective, 
permanent, positive seal is applied to your duct system, preventing the 
ingress of water and debris. 
 
 
Fitment Features 

.  
 
 
 
 

Standard Dimensions, Colours & Product Codes 

 

 
 
 

Emtelle Duct Size 
Spigot End (Male)  

Use Plug Size 
Socket End (Female) 

Use Plug Size 

110mm OD Class 1 uPVC Duct 4″ 4″ 

110mm OD Class 2 uPVC Duct 4″ 4″ 

125mm OD Class 1 uPVC Duct 4½″ 4½″ 

125mm OD Class 2 uPVC Duct 4½″ 4½″ 

160mm OD Class 1 uPVC Duct 6″ 6″ 

160mm OD Class 2 uPVC Duct 6″ 6″ 

180mm OD Class 1 uPVC Duct 7″ 7″ 

200mm OD Class 1 uPVC Duct 7″ 8″ 

225mm OD Class 1 uPVC Duct 8″ 9″ 

250mm OD Class 1 uPVC Duct 9″ 10″ 

Adjustable Duct Plugs 

▪ Corrosion Proof 
▪ Water-tight & Air -tight 
▪ Simple Installation 

▪ Ideal for chambers and building entrances 
▪ Debris and Animal Secure 
▪ Removable & Re-usable 
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Packaging and Labelling  

All products suitably packaged in recyclable materials and clearly labelled with Emtelle Product Code 
and Description where possible. 
 

Emtelle Product Code Plug Size Sealing Range 

 

72241 4″ 93-108mm 

73904 4½″ 110-131mm 

72236 6″ 143-166mm 

72238 7″ 165-200mm 

73903 8″ 188-218mm 

73902 9″ 201-239mm 

73901 10″ 235-270mm 

http://www.emtelle.com/

