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Product Description 

Emtelle Ring Seal Couplers are manufactured from solid wall uPVC duct and provide the means to 
connect two plain ends of duct. Both ends of the coupler contain a ring seal to standard BSEN 681-1 
(type WA). 
 
Ring seal couplers are used within Power (Black & Red), Telecoms (Green) and Motorway Comms 
(Purple) applications where an IP-57 rated connection is required (Also meets IP-68 rating) which will 
not allow the ingress of water. 
 
Pressure tested in excess on 10bar; ring seal couples lend themselves to A) Pressure bentonite 
injection, B) Pressure water jetting/cable placement and C) Compressed air bond-rope and cable 
placement. 

 
 
Application  

Stop couplers -   With a centre stop in the middle to prevent over insertion of duct from either end. 
 
 
 
 
 
 
 
 
 
 
 
Slip couplers -    Without centre stop allowing socket to move freely along the pipe, normally used                                     
in repair situations. 
 
 
 
 
 
 
 
 
 
 
 
 

uPVC Duct Ring Seal Couplers  
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Material & Technical data 

Raw Materials are uPVC resin and other additives suitable for the required properties of the finished 
product.  
 
 
 

Colours 

Standard colours are Black, Red, Green, Purple & Grey 
Other colours available upon request. 

 
 
 
Standard Dimensions, Colours & Product Codes 

 

Product  
Code 

Colour 
Size 
(mm) 

Type OD 
Length 
(mm) 

Insertion 
Depth 
(mm) 

Weight 
(kg) 

Packing 
QTY 

20909 Red 

110 

Slip 

118 375 160 0.75 20 

20912 Black 

20910 Green 

20914 Purple 

21039 Grey 

20458 Red 

Stop 

20855 Black 

20911 Green 

20915 Purple 

21040 Grey 

20847 Red 

125 

Slip 

134 380 160 1.03 15 

20918 Black 

20916 Green 

20920 Purple 

20846 Red 

Stop 
20856 Black 

20917 Green 

20913 Purple 

20628 Red 

160 

Slip 

171 395 160 1.59 10 

20853 Black 

20919 Green 

20603 Red 

Stop 20850 Black 

20849 Green 

20984 Red 

200 

Slip 

230 395 160 2.09 5 

20985 Black 

20983 Purple 

20960 Red 

Stop 20959 Black 

20980 Purple 

21171 Red 

250 

Slip 

285 500 240 TBC 3 
21155 Black 

21152 Red 
Stop 

21154 Black 
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Packaging and Labelling  

Ring Seal Couplers are supplied in non-returnable woven polypropylene sacks, which are 
biodegradable.  The sacks are designed to be stored on an even, dry and stable area; they are not to 
be stacked upon. 
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