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Product Description 

Emtelle Duct Spacers are designed, manufactured and supplied within an Integrated Management 
System, incorporating internationally recognised Standards including ISO 9001:2015, ISO 
14001:2015 and ISO 45001:2018. 
 
 
 
 
 
 
 
 
 
 

 
Application  

Duct Spacers are designed to assist when laying duct networks in configurations, eg a trefoil or grid 
array. 
 
Suitable for power, street lighting, gas, water piping and fibre optic cables duct. 
 
 
Material & Technical data 

Duct spacers are manufactured from recycled materials suitable for the required properties of the 
finished product. 
 
 

Colours 

Standard colour is Black.  
Bespoke spacers supplied in white. 
 
 

Features 

▪ Secure-fit, stays in position. 
▪ Fast/Easy to install 
▪ Available in a variety of configurations to suit various ducts sizes and applications. 
▪ Bespoke options available upon request. 

 
 
 
 

  

Duct Spacers 
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Standard Dimensions & Product Codes 

 

 
  

Injection Moulded Spacers 

Code Description Duct Size Configuration  Distance Between 
Ducts 

Centre 
Spacing 

Colour 

71300 110mm 2x2 Duct Spacer  
(spacers can be joined) 

110 

 

50 160 Black 

74615 110mm 2x2 Duct Spacer  
(spacers can be joined) 

110 

 

75 185 Black 

78315 110mm 2x2 Duct Spacer 
(spacers can be joined) 
(optimised for chamber 

entry systems) 

110 

 

100 210 Black 

78316 125mm 2x2 Duct Spacer 
(spacers can be joined) 
(optimised for chamber 

entry systems) 

125 

 

85 
 

210 Black 

78317 160mm 2x2 Duct Spacer 
(spacers can be joined) 
(optimised for chamber 

entry systems) 

160 

 

50 210 Black 

3792 160mm x3 Trefoil Spacer  160 

 

50 210 Black 

73811 200–32mm 1+1 DTS Clip 200 

 

- - Black 

73812 250–32mm 2+1 DTS Clip 250 

 

- - Black 

Bespoke Cut PVC Foamex Spacers 

Code Description Duct Size Configuration  Distance Between 
Ducts 

Centre 
Spacing 

Colour 

75112 110mm 3x2 Duct Spacer 110 

 

105mm 215 White 

78294 
 
 

110mm 2x2 110 

 

100 210 White 

78007 
 

110mm 2x1 110 

 

100 210 White 

78008 
 

110mm 3x1 110 

 

100 210 White 

78016 
 

110mm 1x2 110 

 

100 210 White 

77154 
 

110mm 3x2 110 

 

70 180 White 
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Bespoke Cut PVC Foamex Spacers 

Code Description Duct Size Configuration  Distance Between 
Ducts 

Centre 
Spacing 

Colour 

74827 
 

110mm 2x2 110 

 

105 215 White 

74828 
 

110mm 2x5 110 

 

105 215 White 

7999 110mm 4x2 Duct Spacer 110 

 

135 245 White 

75113 110mm 7x2 Duct Spacer 110 

 

105 215 White 

75821 160mm 6x2 Duct Spacer 160 

 

50 210 White 

74616 160mm 2x2 Spacer 160 

 

75 235 White 

75140 160mm 4x2 Duct Spacer 160 

 

300 x 150 460 x 310 White 

78009 
 

160mm 1x2  Duct Spacer 160 

 

100 260 White 

78010 
 

160mm 2x1  Duct Spacer 160 

 

100 260 White 

78011 
 

160mm 4x2  Duct Spacer 160 

 

100 260 White 

78012 
 

160mm 5x1  Duct Spacer 160  100 260 White 

78013 
 

160mm 6x2 Duct Spacer 160 
 

100 260 White 

77155 
 

160mm 4x2 Duct Spacer 160 

 

100 260 White 

78092 
 

160mm 4x2 Duct Spacer 160 

 

90 250 White 

74630 
 

160mm 3x2 Duct Spacer 160 

 

150 310 White 

74631 
 

160mm 2x5 Duct Spacer 160 

 

150 310 White 

75138 
 

160mm 1x2 Duct Spacer 160 

 

150 310 White 

77967 160mm 1x3 Duct Spacer 
with feet 

160 

 

150 310 White 
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Packaging and Labelling  

The warning tapes are supplied strapped onto wooden pallets which are designed to be stored on 
even, stable ground. All packaging should be recycled locally. 
  

Bespoke Cut PVC Foamex Spacers 

Code Description Duct Size Configuration  Distance Between 
Ducts 

Centre 
Spacing 

Colour 

75822 200mm 2x2 Duct Spacer 200 

 

150 350 White 

79068 
 

200mm 3x2 Duct Spacer 200 

 

200 400 White 

78014 
 

200mm 1x2 Duct Spacer 200 

 

100 300 White 

78015 
 

200mm 4x1 Duct Spacer 200  100 300 White 

77156 
 

200mm 4x2 Duct Spacer 200 

 

50 250 White 

75141 250mm 4x2 Duct Spacer 250 

 

150 400 White 

75820 250mm 5x2 Closed Duct 
Spacer 

250 
 

150 400 White 

78326 
 

250mm 3x2 Duct Spacer 250 

 

200 450 White 

74633 
 

250mm 5x2 Duct Spacer 250 

 

150 400 White 

74632 
 

250mm 3x2 Duct Spacer 250 

 

150 400 White 
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Installation Guidance 

 
Duct Spacers should be installed at either end of the duct to support the socket-spigot connection, 
and they should also be installed along the length of the duct to prevent the duct from excessively 
flexing in between support points. 
 

 
 

 
 

 
 

Please note: The above example images show a 2x2 Duct Spacer being used, if there is only one 
layer of ducts, all the spacers should be placed in the ground first, with the duct installed on top. 
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