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Product Description 

Emtelle Cable Seals are designed, manufactured, and supplied 
within an Integrated Management System, incorporating 
internationally recognised Standards including ISO9001, ISO14001 
& ISO18001.  
 
 
Application  

The Simplex Seal consists of a thermoplastic elastomer seal, split to 
ease cable installation. Inner and outer wedges force the seal to 
firmly grasp the pipe or cable creating a tight, rain-proof seal. 
 
The compressed seal expands into full contact with the inside duct 
walls and the outside of the cable. This provides an effective seal to 
your duct system in seconds 
 
 
Fitment Features 

 
▪ Water and air resistant 
▪ Simple installation around in-place cables 
▪ No tools required 
▪ Seals all types of subduct / innerduct 
▪ Easy to retrofit 
▪ Wide sealing range 
▪ Install / remove by hand 

 
 
Packaging and Labelling  

All products suitably packaged in recyclable materials and clearly labelled with Emtelle Product Code 
and Description where possible. 

  

Simplex Cable Seal 
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Standard Dimensions, Colours & Product Codes 

 

 
Product Diagram  

 

Product 
Code 

Size 
(Inches) 

Duct ID Range 
(Inches) 

Duct ID 
Range (mm) 

Cable OD Range 
(Inches) 

Cable OD 
Range (mm) 

Packing 
Quantity 

- 1” 1.05-1.13 26.67-28.70 0.27-0.35 6.86-8.89 20 

- 1” 1.05-1.13 26.67-28.70 0.35-0.57 8.89-14.48 20 

4406B 1” 1.05-1.13 26.67-28.70 0.51-0.71 12.95-18.03 20 

75170 1.1” 1.13-1.23 28.70-31.24 0.20-0.35 6.86-8.89 30 

76318 1.1” 1.13-1.23 28.70-31.24 0.35-0.57 8.89-14.48 20 

71377 1.1” 1.13-1.23 28.70-31.24 0.51-0.71 12.95-18.03 20 

76236 1.25” 1.28-1.36 32.51-34.54 0.35-0.57 8.89-14.48 20 

- 1.25” 1.28-1.36 32.51-34.54 0.51-0.71 12.95-18.03 20 

- 1.25” 1.28-1.36 32.51-34.54 0.71-0.84 18.03-21.33 20 

- 1.375” 1.40-1.50 35.56-38.10 0.12-0.43 3.05-10.92 20 

- 1.375” 1.40-1.50 35.56-38.10 0.35-0.57 8.89-14.48 20 

- 1.375” 1.40-1.50 35.56-38.10 0.51-0.71 12.95-18.03 20 

- 1.5” 1.46-1.56 37.08-39.62 0.08-0.35 2.03-8.89 20 

- 1.5” 1.46-1.56 37.08-39.62 0.35-0.57 8.89-14.48 20 

71574 1.5” 1.46-1.56 37.08-39.62 0.51-0.71 12.95-18.03 20 

- 1.6” 1.56-1.70 39.62-43.18 0.51-0.71 12.95-18.03 20 

- 1.6” 1.56-1.70 39.62-43.18 0.71-0.90 18.03-22.86 20 

- 2.0” 1.92-2.06 48.77-52.32 0.08-0.14 2.03-3.56 20 

- 2.0” 1.92-2.06 48.77-52.32 0.15-0.24 3.81-6.10 20 

- 2.0” 1.92-2.06 48.77-52.32 0.25-0.51 6.35-12.95 20 

- 2.0” 1.92-2.06 48.77-52.32 0.52-0.75 13.21-19.05 20 

- 2.0” 1.92-2.06 48.77-52.32 0.76-1.06 19.30-26.92 20 
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