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Product Datasheet MHT 2801
Generic Specification DImf —Microducts and Bundles

@ FibreFlow

Product Description
Metal-free assemblies of PE microducts (10 or 12mm), each with low friction performance. Each assembly (bundle)
is surrounded by an overlapped metal-free layer that reacts to help block water movement. Over this is a tough
sheath of black outdoor PE. These lightweight products are intended for direct installation into waiting duct, but not
for direct burial or aerial use. Note we offer a choice of 12mm microducts. The 12/10 is the standard product,
having an improved blowing distance. The 12/9.4 is slightly stronger, for arduous conditions requiring more crush
and impact resistance.

When using Emtelle Direct Install metal-free products adequate provision must be made to take account of all
strain which may be caused by installation forces, practices and procedures, thermal changes, heat reversion or
any other reasonably foreseeable force applied to the product. Emtelle recommend that suitable installation
practices and procedures be used and that a suitable clamping or restraint method be adopted in all instances.

Product Benefits

(o) @EmLneR

Em-Liner for Low

Microducts are tested Blowing track: up to Eriction UV-Protectlon Pressure tight up to 15
according to 2000m, route and and best blowin up to 2 years in bar
IEC 60794-5 fibre/cable dependent results 9 EU

Application and Design

Inner surface:

Smooth or ribbed + Em-Liner

Colour identification of single ducts:
Translucent with stripes or uni coloured possible

This document is intended as a guide only. Whilst the information it contains is believed to be correct, Emtelle can take no responsibility for actions taken based on
the information contained in this document. Emtelle reserves the right to make changes to this document without notice. All sales of product are subject to Emtelle's
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ther colours upon request

Material Polyethylene, Light stabilized (normally black)

Taping Layer There shall be a water activated layer under the sheath

Sheath removal Using Ripcord(s) provided under sheath

Number single ducts 1-24
Type Outer Diameter Mass L4, =] T(_ansmn Min. Bend Radius ng_enq

(Installation) Specification

3/2.1mm
1-WAY DIMF - - - - MHT1772
2-WAY DIMF 6.7 X 9.7 mm 44 g/m Hand 90 mm MHT1772
4-WAY DIMF 10.9 mm 62 g/m 0.3 kN / 30 kg 150 mm MHT1772
7-WAY DIMF 12.7 mm 80 g/m 0.4 kN / 40 kg 170 mm MHT1772
12-WAY DIMF 15.9 mm 112 g/m 0.55 kN / 55 kg 210 mm MHT1772
19-WAY DIMF 18.3 mm 149 g/m 0.7 kKN / 70 kg 240 mm MHT1772
24-WAY DIMF 21.7 mm 194 g/m 0.9 kN /90 kg 290 mm MHT1772
5/3.5mm
1-WAY DIMF 9.0 mm 46 g/m 0.22 kN / 22 kg 120 mm MHT1772
2-WAY DIMF 8.7 x 13.7 mm 70 g/m 0.34 kN / 34 kg 120 mm MHT1772
4-WAY DIMF 15.8 mm 108 g/m 0.52 kN / 52 kg 200 mm MHT1772
7-WAY DIMF 18.7 mm 150 g/m 0.72 kN /72 kg 240 mm MHT1772
12-WAY DIMF 24.1 mm 224 g/m 1.0 KN/ 100 kg 320 mm MHT1772
19-WAY DIMF 28.1 mm 310 g/m 1.5 kN /150 kg 360 mm MHT1772
24-WAY DIMF 33.7 mm 411 g/m 2.0 kN / 200 kg 500 mm MHT1772
8/6mm
1-WAY DIMF 11.2 mm 67 g/m 0.3 kN /30 kg 150 mm MHT1772
2-WAY DIMF 11.2 x 19.7mm 116 g/m 0.55 kN / 55 kg 150 mm MHT1772
4-WAY DIMF 23.0 mm 188 g/m 0.9 kKN /90 kg 300 mm MHT1772
7-WAY DIMF 27.7 mm 273 g/m 1.3 kN /130 kg 360 mm MHT1772
12-WAY DIMF 36.3 mm 417 g/m 2.0 kN / 200 kg 550 mm MHT1772
19-WAY DIMF 42.7 mm 592 g/m 2.8 kN / 280 kg 640 mm MHT1772
10/8mm
1-WAY DIMF 13.6 mm 88 g/m 0.4 kN / 40 kg 175 mm MHT1960
2-WAY DIMF 13.6 X 23.6 mm 144 g/m 0.7 kN / 70 kg 175 mm MHT1960
4-WAY DIMF 27.5 mm 238 g/m 1.15 kN /115 kg 360 mm MHT1960
7-WAY DIMF 33.4 mm 348 g/m 1.7 kN /170 kg 440 mm MHT1960
12-WAY DIMF 44.1 mm 535 g/m 2.0 kN / 200 kg 670 mm MHT1960
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12/20mm

1-WAY DIMF 15.6 mm 104 g/m 0.45 kN / 45 kg 200 mm MHT1960
2-WAY DIMF 15.6 X 27.6 mm 172 g/m 0.8 kN / 80 kg 200 mm MHT1960
4-WAY DIMF 32.4 mm 284 g/m 1.3 kN /130 kg 420 mm MHT1960
7-WAY DIMF 39.4 mm 417 g/m 2.0 kN / 200 kg 520 mm MHT1960
12/9.4mm

1-WAY DIMF 15.6 mm 113 g/m 0.5 kN /.50 kg 200 mm MHT1960
2-WAY DIMF 15.6 x 27.6 mm 190 g/m 0.9 kN /90 kg 200 mm MHT1960
4-WAY DIMF 32.4 mm 320 g/m 1.5 kN / 150 kg 420 mm MHT1960
7-WAY DIMF 39.4 mm 480 g/m 2.3 kN /230 kg 520 mm MHT1960

* After applying pulling tensions, allow time for the pulled product to relax. See Installation manual.

Operating Parameters

Installation temperature -20°C...+40°C
Transportation and storage temperature -40°C...+60°C

Installation + Blowing ideal +5°C...+20°C

Testing

Tensile IEC 60794-1-2-Method E1 Procedure to IEC 60794-5
Crush IEC 60794-1-2-Method E3 Procedure to IEC 60794-5
Impact IEC 60794-1-2-Method E4 Procedure to IEC 60794-5
Kink IEC 60794-1-2-Method E10 Procedure to IEC 60794-5
Bend IEC 60794-1-2-Method E11 Procedure to IEC 60794-5
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