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SPLICE 
Instructions
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When working on 
Infrastructure note:

• Always ensure that all health 
and safety instruction are follow. 

• Always wear the required PPE 
to ensure safe working.

Full installation video can be viewed by following the 
following video link 

https://www.emtelle.com/qr/42d0c639

https://www.emtelle.com/qr/42d0c639
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Install the Fibre Bundle through 
the BFT. Ensure adequate cable 

slack.
Fibre Bundle Constructions

Using Fibre Stripper A1 – 126826 
score and remove the sheath 

±300mm at a time.

Leave 20-30mm of sheath to fit 
into the gas block connector.

Sheath

Encapsulation

Optical Fibre

Preparing the BFT and Fibre Bundle

Select the correct microduct. Mark out the gas block connector 
position.

Using a Blown Fibre Tube (BFT) 
cutter – remove the excess. BFT cut to length.
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Using Pliers – 141729 cut the 
Encapsulated fibre to a point.

This will enable the fibre to be 
easily installed through the gas 

block connector. 

Install the gas block connector all 
the way onto the BFT.

Take case not to kink the fibre 
when pulling through the gas 

block connector.

Installing the Connector.

Install the connector onto the 
BFT.

Completed Connector 
Installation.

Slowly peel away the optical 
fibres from the encapsulation / 

acrylate layer

All routing should be done with 
bare fibre only. Remove all 

acrylate up to the restraint tab.
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Route the Complete bundle of 
optical fibres.

Continue to route the bundle all 
the way to the top.

Separate the optical fibres into 
the splice trays. (12 fibres per 

Tray) 

Route 12 fibres into each splice 
tray.

Routing Bare Fibre:

Optical Fibre

Encapsulation / 
Acrylate

Outer Sheath

Closure base

5/3.5mm BFT

Connector

Tube restraint

Integrated 
Routing

Fibre unit layout diagram:
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NOTES...
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CONTACT US
Emtelle Head Office
Haughhead
Hawick
TD9 8LF
United Kingdom

Emtelle Scandinavia
Vardevej 140
7280 Sønder Felding
Denmark

+44 (0) 1450 364 000
info@emtelle.com

Emtelle GmbH
An der Flurscheide 20 
99098 Erfurt 
Germany

Emtelle Asia Pacific
No. 4, Jalan PJU 1A/8
Ara Damansara
47301 Petaling Jaya
Selangor, Malaysia

+45 86 28 84 88
salg@emtelle.com

+49 (0) 361 654 330
info-de@emtelle.com

+60 (0)3 7845 4406
info-my@emtelle.com
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