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MDU Medium Distribution Wall Box 
 

 
 

Product Description 

The Medium Distribution Wall Box (MDWB) is a wall-mounted splice enclosure designed for distributing fiber to 

customer drop cables in MDU Scenarios. It has a capacity of up to 168 fiber splices and can accommodate input 

cables of both butt and in-line types. The unit can distribute up to 32 customer drop cables with diameters of 3–

7mm, and up to four customer drop cables with diameters of 6–12 mm. Drop cable ports are available on both the 

top and bottom faces of the box, while top and bottom manifolds enable easy fiber routing within the unit. 

  
Design Features 

 
 Single element splice capacity is 168 fibers. 

 For use with 2.2mm splice protectors. 

 Splitters can be mounted on each tray. 

 Each box comes supplied with a top and bottom routing manifold for fiber routing to the splice trays. 

 All fibers are positively managed to maintain a 30mm minimum bend radius within the wall box. 

 Splice trays hinge upwards individually, allowing full access to spliced fibers without disturbance to live 

fibers in adjacent trays. 

 The box is suitable for Riser applications. 

 Cables can enter / exit from the top or bottom face of the box. 

 The box is sealed to IP55, and the boxes are moulded from flame retardant UL94-V0 rated materials. 
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Kit Contents 

The MDWB is supplied with: 

1 x Base 

1 x Cover with Seal 

4 x Cover Fixing Screws (Captive) 

14 x Splice Trays SE 

2 x Fiber Routing Manifolds 

3 x Cable Entry Gland 

3 x Cable Tie -Entry Cable 

12 x Drop Cable Grommet 

12 x Cable Tie –Drop Cable 

1 x Wall Fixing Kit 

2 x In Line Cable Cover 

 

*Additional Drop cable entry glands and ties can be ordered separately. 

* PLC Splitters available on request. 

 

Specifications 

Parameter Value 

Number of Input Cable Ports 1 (Can also be used for In-Line pass through) 

Number of Output Cable Ports 
32 for 3-7mm cables (16 Top and 16 Bottom) 

4 for 6-12mm Cables (2 Top and 2 Bottom) 

Maximum Input Cable Diameter 12mm (M20 Cable Gland) 

Maximum number of Splice Trays 14 - 2.2 x 45mm Single Element Trays = 168f 

PLC Splitters Available on request 

 

Dimensions WxHxD 
250x280x100mm 

10” x 11” x 4” 

Operating Temperature -20°C to +50°C (5 to 95% RH) 

Box and Tray Material FR ABS White (RAL9016) 

Box Weight 2.1kg 

 

Optical Tested 1310nm,1550nm and 1625nm 

Dry Heat BS EN 60068 2 2 Test Bb 

Damp Heat IEC 60068 2 3: 1969 

Change of Temperature IEC 60068 2 14: 1984 

Vibration IEC 60068 2 6: 1995 

Shock IEC 60068 2 27: 1987 

 

Packaging and Labelling 

All products suitably packaged in recyclable materials and clearly labelled with Emtelle Product Code and 

Description where possible. 
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